
 

 

 

56T00257/56T00260/56T00261/56T00262 - KIT Agri-Motion X-tend 
Builder data 
 
ROJ S.r.l. - Clemente Vercellone Street 11 13900 Biella ITALY  
Tel: +39 015 84 80 111  
Email: comm@roj.com  
VAT number IT 01737580025  
 

Product details, intended use, composition of the "kit". 
 
The kit Agri-Motion X-tend has been designed to be installed on agricultural machines such as hoppers and seed 
dosing devices in order to control and optimize the distribution process. 
The kit Agri-Motion X-tend represents the ideal solution for the motorization of fertilizer distributors, allowing 
them to be controlled directly from the tractor cab. 
 
Example basic motors connection: 

 
The motors and relative cables are an example. Could be used other motors with relative cables show in the 
table below. 
 
If the second motor is present, use DMD X-tend INPUT CABLE CLOSURE (05R01563) to protect the unused 
connectors on the DMDx X-tend cable. 
 
If the second motor is not preset, use a CAN LINE CLOSURE (DEUTSCH) DEMETER (05R01381) to protect the 
unused connector on the ISO12369 Y X-tend CABLE. 
 
 

05R01563 



 

  Pag. 2 di 3 

 
 

 

 

Example motors connection front-rare (or 2 motor very distance): 

 
The motors and relative cables are an example. Could be used other motors with relative cables show in the 
table below. 

 
Table with common part numbers: 
 

P/N Description 

54T00991R PCS W1/X-tend ACCESS POINT 

05R01561 ISO12369 Y X-tend CABLE 

05R01535 M/F EXTENSION MOTOR CABLE 

05R01536 M/M EXTENSION CAN CABLE 

05R01562 X-tend CAN LINE CLOSURE 

05R01563 DMD X-tend INPUT CABLE CLOSURE 

05R01381 CAN LINE CLOSURE (DEUTSCH) DEMETER 

 
Table with part numbers of motors and relative cables: 
 

Motor + cable P/N Description 

DMD0 
1406.603 DMD0 

05R01560 DMD0 X-tend CABLE L=2300 

DMD0A 
1406.613 DMD0A 

05R01594 DMD0A X-tend CABLE L=2300 

DMD2 80 rpm 
54T01124 DMD2 MOTORE 4.5Nm 80 RPM LED (WiFi) 

05R01597 DMD2 CABLE X-TEND L=2300 

DMD2 110 rpm 
54T01151 DMD2 MOTORE 4 Nm 110 RPM LED (WiFi) 

05R01597 DMD2 CABLE X-TEND L=2300 
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Parts and accessories to connect to DMD X-tend cable:  
 

Option 1 Option 2 Option 3 

  
 

 

P/N Description 

05R01422   IMPLEMENT SWITCH 

05R01400  GS102301 SPEED SENSOR CABLE L=2000mm  

50A00174R  GS102301 SPEED SENSOR + NUT  

05R01423  ISO11786 CABLE 

05R01516 GPS ATLAS 100 ADAPTER 

46701651 GPS ARAG ATLAS 100 WITH CABLE 

 
 

Safety 
In view of the risk analysis and assessment activities carried out following the principles of the harmonized 
standard EN 12100: 2010 (as described in point 3 above), ROJ selects the various components of the command 
and safety systems, so as to guarantee a reliability level appropriate to the actual seriousness of the danger. For 
this purpose the requirements of the harmonized standard EN ISO 13849-1: 2015 are followed. Where the 
severity of the consequences of a hazard is high (severity 3 or 4 according to the classification of the EN 12100: 
2010 standard, the adopted countermeasures are carefully evaluated to guarantee the necessary safety margins, 
through principles of redundancy or oversizing. 

Norms 
EN ISO 12100: 2010, EN ISO 13849-1: 2015, EN ISO13849-2: 2012, EN ISO 4254-1: 2015, EN 14018: 2010, 
EN ISO 14982: 2009, Directive 2014/30 / EU Note 1 relating to Electromagnetic Compatibility, 
Directive 2014/53 / EU relating to Radio Equipment 

For further information on the system and its operation or on the warranty, regulations and product safety, 
you can download the manual via the official ROJ website, at the link  
https://www.roj.com/  
https://www.agri-motion.com/ 
in the “Document Manager” page. 

 
The following languages are available: Italian, English, French and Spanish. 
It is advisable to learn more about the sowing system by reading the manual before installing and using the 
electric motor. 

https://www.roj.com/
https://www.agri-motion.com/

